
KF5600
Versatile Vertical Machining Center



+1(262) 251-4020
hightechtooling.com
sales@sussex.com

Specifications

[      ] : Option

MODEL KF5600

TABLE
Table Size (L×W) mm(in) 1,250×560 (49.2″×22″)

Maximum Load Capacity kg(lb) 1,000 (2,205)

SPINDLE

Spindle Taper - ISO #40

Spindle RPM r/min 8,000 (β) 8,000 12,000 15,000 20,000

Spindle Driving Method - DIRECT BUILT-IN

Spindle Power Output (Max./Cont.) kW(HP) 18.5/11 (24.8/14.8) 15/11 (20.1/14.8) 18.5/11 (24.8/14.8) 25/22 (33.5/29.5) 22/18.5 (29.5/24.8)

Spindle Torque (Max.) N·m(lbf·ft)
118/70 

(87/51.6)
286/143 

(210.9/105.5)
118/70 

(87/51.6)
167/95 

(123.2/70)
98/80 (72.3/59)

FEED

Travel (X/Y/Z) mm(in) 1,100/560/520 (43.3″/22″/20.5″)

Rapid Traverse Rate (X/Y/Z) m/min
36/36/30 

(1,417/1,417/1,181)
40/40/36 (1,575/1,575/1,417)

Distance from Table Surface to SP mm(in) 150 ~ 670 (5.9″ ~ 26.4″)

Distance from Column to SP. center mm(in) 680 (26.8″)

Slide Type - ROLLER

ATC

Number of Tools ea 30 [40]

Tool Shank - BBT40 BBT40 [HSK-A63]

Max. Tool Dia. (W.T / W.O) mm(in) Ø80 (Ø3.1″) [Ø76 (Ø3″)]/Ø125 (Ø4.9″)

Max. Tool Length mm(in) 300 (11.8″)

Max. Tool Weight kg(lb) 8 (18)

Tool Selection Method - RANDOM

Tool Change 
Time

T-T sec 1.4

C-C sec 3.2

TANK
CAPACITY

Coolant Tank ℓ(gal) 400 (105.7)

Lubricating Tank ℓ(gal) 4 (1) 4+2 (1+0.5)

Hydraulic Tank ℓ(gal) 15 (4)

POWER
SUPPLY

Air Consumption (0.5MPa) ℓ/min(gal) 110 (29)

Electric Power Supply KVA 32

Thickness of Power Cable Sq Over 25

Voltage V/Hz 220/60 (200/50*)

MACHINE

Floor Space (L×W) mm(in) 2,830×2,178 (111.4″×85.7″)

Height mm(in) 3,027 (119.2″) 2,797 (110.1″)

Weight kg(lb) 7,400 (1,6314)

NC Controller - HW F i Series HW F i Series [F 32i-B] F 31i-B [32i-B]


